
BANNER STAND NOTES:
1. ALL DIMENSTIONS ARE VARIABLE DEPENDING ON THE MATERIAL AVAIABLE
TO YOU AND THE SIZE AND NUMBER OF YOUR BANNERS.

2. BASE OF BANNER STAND CAN BE PAINTED

NICKEL PLATED DRAIN NIPPLE OD 1 1/4 IN, QUANTITY 1

SCREW, 1/4-20, FLAT HEAD 3/4 IN LONG, QUANTITY 4

1 IN NPT STEEL NIPPLE, 4 IN LONG, QUANTITY 1

FLANGE, 1 IN NPT SCREW MOUNT STEEL, QUANTITY 1

1/4-20 TEE NUT, STEEL, QUANTITY 4
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6 CARPET PATCHES 3 IN X 3 IN, QUANTITY 5 (TO PREVENT MARKING FLOORS)

7 PLYWOOD, 1/2 THICK, 18 X 24 IN, QUANTITY 1

8
DOWEL, 1 1/4 IN DIA, 8 FT LONG HARD WOOD, QUANTITY 1

9 DOWEL, 1/2 IN DIA, 4 FT LONG, HARDWOOD, QUANTITY 1

94.34

48.00



24.00

18.00

MATCH DRILL HOLES, 5/16 DIA FROM ITEM 4

1/2 IN PLYWOOD

1.13 TO SUIT
THE INTERNAL DIA
OF ITEM 1 (SHOULD
BE A TIGHT FIT )

18°

LENGTH OF CUT TO SUIT ITEM 1

LENGTH AND DIA OF CUT
TO SUIT LENGTH OF ITEM 3
AND INTERNAL DIA OF
ITEM 3

47.71

CUT ANGLE AT THE SAME TIME
AS ABOVE. DIAMETER OF CUT
SHOULD BE A LOOSE FIT TO
ITEM 1 SO POLE CAN BE DIS-
ASSEMBLED

0.75

Ø1/2

48.00

CUT GROOVES IN BOTH ENDS OF
CROSS POLE TO ANCHOR BANNER
TIES TO ENDS OF POLE

0.50Ø


